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Disclaimer 

 
CAUTION! 

The default password is used for your first login. To ensure account security, please change the password 
after your first login. You are recommended to set a strong password (no less than eight characters). 

 

 ̧ To the maximum extent permitted by applicable law, the product described, with its hardware, software, 

ŦƛǊƳǿŀǊŜ ŀƴŘ ŘƻŎǳƳŜƴǘǎΣ ƛǎ ǇǊƻǾƛŘŜŘ ƻƴ ŀƴ άŀǎ ƛǎέ ōŀǎƛǎΦ 

 ̧ Best effort has been made to verify the integrity and correctness of the contents in this manual, but no 

statement, information, or recommendation in this manual shall constitute formal guarantee of any 

kind, expressed or implied. We shall not be held responsible for any technical or typographical errors in 

this manual. The contents of this manual are subject to change without prior notice. Update will be 

added to the new version of this manual. 

 ̧ ¦ǎŜ ƻŦ ǘƘƛǎ Ƴŀƴǳŀƭ ŀƴŘ ǘƘŜ ǎǳōǎŜǉǳŜƴǘ ǊŜǎǳƭǘ ǎƘŀƭƭ ōŜ ŜƴǘƛǊŜƭȅ ƻƴ ǘƘŜ ǳǎŜǊΩǎ ƻǿƴ ǊŜǎǇƻƴǎƛōƛƭƛǘȅΦ Lƴ ƴƻ 

event shall we be reliable to you for any special, consequential, incidental, or indirect damages, 

including, among others, damages for loss of business profits, business interruption, or loss of data or 

documentation in connection with the use of this product. 

 ̧ Video and audio surveillance can be regulated by laws that vary from country to country. Check the law 

in your local region before using this product for surveillance purposes. We shall not be held responsible 

for any consequences resulting from illegal operations of the device. 

 ̧ The illustrations in this manual are for reference only and may vary depending on the version or model. 

The screenshots in this manual may have been customized to meet specific requirements and user 

preferences. As a result, some of the examples and functions featured may differ from those displayed 

on your monitor. 

 ̧ This manual is a guide for multiple product models and so it is not intended for any specific product. 

 ̧ Due to uncertainties such as physical environment, discrepancy may exist between the actual values 

and reference values provided in this manual. The ultimate right to interpretation resides in our 

company. 



 

 Environmental Protection 

¢Ƙƛǎ ǇǊƻŘǳŎǘ Ƙŀǎ ōŜŜƴ ŘŜǎƛƎƴŜŘ ǘƻ ŎƻƳǇƭȅ ǿƛǘƘ ǘƘŜ ǊŜǉǳƛǊŜƳŜƴǘǎ ƻƴ ŜƴǾƛǊƻƴƳŜƴǘŀƭ ǇǊƻǘŜŎǘƛƻƴΦ CƻǊ ǘƘŜ 

ǇǊƻǇŜǊ ǎǘƻǊŀƎŜΣ ǳǎŜ ŀƴŘ ŘƛǎǇƻǎŀƭ ƻŦ ǘƘƛǎ ǇǊƻŘǳŎǘΣ ƴŀǘƛƻƴŀƭ ƭŀǿǎ ŀƴŘ ǊŜƎǳƭŀǘƛƻƴǎ Ƴǳǎǘ ōŜ ƻōǎŜǊǾŜŘΦ 

 

Symbols 

¢ƘŜ ǎȅƳōƻƭǎ ƛƴ ǘƘŜ ŦƻƭƭƻǿƛƴƎ ǘŀōƭŜ Ƴŀȅ ōŜ ŦƻǳƴŘ ƛƴ ǘƘƛǎ ƳŀƴǳŀƭΦ /ŀǊŜŦǳƭƭȅ Ŧƻƭƭƻǿ ǘƘŜ ƛƴǎǘǊǳŎǘƛƻƴǎ ƛƴŘƛŎŀǘŜŘ 

ōȅ ǘƘŜ ǎȅƳōƻƭǎ ǘƻ ŀǾƻƛŘ ƘŀȊŀǊŘƻǳǎ ǎƛǘǳŀǘƛƻƴǎ ŀƴŘ ǳǎŜ ǘƘŜ ǇǊƻŘǳŎǘ ǇǊƻǇŜǊƭȅΦ 

Symbol Description 

WARNING! 
Contains important safety instructions and indicates situations that could cause bodily 
injury. 

CAUTION! 
Means reader be careful and improper operations may cause damage or malfunction 
to product. 

NOTE! Means useful or supplemental information about the use of product. 
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1 

1  Network Connection 

.ŜŦƻǊŜ ŀŎŎŜǎǎƛƴƎ ŀ ƴŜǘǿƻǊƪ ŎŀƳŜǊŀ όŀƭǎƻ ƪƴƻǿƴ ŀǎ Lt /ŀƳŜǊŀ ƻǊ Lt/ύ ŦǊƻƳ ŀ t/Σ ȅƻǳ ƴŜŜŘ ǘƻ ŎƻƴƴŜŎǘ ǘƘŜ 

ƴŜǘǿƻǊƪ ŎŀƳŜǊŀ ǘƻ ǘƘŜ t/ ŘƛǊŜŎǘƭȅ ǿƛǘƘ ŀ ƴŜǘǿƻǊƪ ŎŀōƭŜ ƻǊ Ǿƛŀ ŀ ǎǿƛǘŎƘ ƻǊ ǊƻǳǘŜǊΦ 

 

¦ǎŜ ŀ {ƘƛŜƭŘŜŘ ¢ǿƛǎǘŜŘ tŀƛǊ ό{¢tύ ŎŀōƭŜ ǘƻ ŎƻƴƴŜŎǘ ǘƘŜ ƴŜǘǿƻǊƪ ƛƴǘŜǊŦŀŎŜǎ ƻŦ ǘƘŜ ƴŜǘǿƻǊƪ ŎŀƳŜǊŀ ŀƴŘ ǘƘŜ t/Φ 

 

¦ǎŜ {ƘƛŜƭŘŜŘ ¢ǿƛǎǘŜŘ tŀƛǊ ό{¢tύ ŎŀōƭŜǎ ǘƻ ŎƻƴƴŜŎǘ ǘƘŜ ƴŜǘǿƻǊƪ ƛƴǘŜǊŦŀŎŜǎ ƻŦ ǘƘŜ ŎŀƳŜǊŀ ŀƴŘ ǘƘŜ ǎǿƛǘŎƘ ƻǊ 

ǊƻǳǘŜǊΦ 

 

2  Login 

Preparation 

!ŦǘŜǊ ȅƻǳ ƘŀǾŜ ŎƻƳǇƭŜǘŜŘ ǘƘŜ ƛƴǎǘŀƭƭŀǘƛƻƴ ƛƴ ŀŎŎƻǊŘŀƴŎŜ ǿƛǘƘ ǘƘŜ ǉǳƛŎƪ ƎǳƛŘŜΣ ŎƻƴƴŜŎǘ ǘƘŜ ŎŀƳŜǊŀ ǘƻ ǇƻǿŜǊ 

ǘƻ ǎǘŀǊǘ ƛǘΦ !ŦǘŜǊ ǘƘŜ ŎŀƳŜǊŀ ƛǎ ǎǘŀǊǘŜŘΣ ȅƻǳ Ŏŀƴ ŀŎŎŜǎǎ ǘƘŜ ŎŀƳŜǊŀ ŦǊƻƳ ŀ t/ ŎƭƛŜƴǘ ƛƴǎǘŀƭƭŜŘ ǿƛǘƘ ŀ ǿŜō 

ōǊƻǿǎŜǊ ƻǊ ǘƘŜ ŎƭƛŜƴǘ ǎƻŦǘǿŀǊŜ 9½{ǘŀǘƛƻƴΦ LƴǘŜǊƴŜǘ 9ȄǇƭƻǊŜǊ όL9ύ ƛǎ ŀ ǊŜŎƻƳƳŜƴŘŜŘ ǿŜō ōǊƻǿǎŜǊΦ CƻǊ ƳƻǊŜ 

ƛƴŦƻǊƳŀǘƛƻƴ ŀōƻǳǘ 9½{ǘŀǘƛƻƴΣ ǊŜŦŜǊ ǘƻ ǘƘŜ 9½{ǘŀǘƛƻƴ ¦ǎŜǊ aŀƴǳŀƭΦ 

¢ƘŜ ŦƻƭƭƻǿƛƴƎ ǘŀƪŜǎ L9 ƻƴ ŀ aƛŎǊƻǎƻŦǘ ²ƛƴŘƻǿǎ т ƻǇŜǊŀǘƛƴƎ ǎȅǎǘŜƳ ŀǎ ŀƴ ŜȄŀƳǇƭŜΦ 

 

Check before login 

 ̧ The camera is operating correctly. 

 ̧ The network connection between the PC and the camera is normal. 

 ̧ The PC is installed with Internet Explorer 10.0 or higher. 

 ̧ (Optional) The resolution is set to 1440 x 900. 

Network cable

IPC PC

IPC PCSwitch or Router

Network cable Network cable



2 

Add the IP address as a trusted site 

 

1.13

 

1

2



3 

 
NOTE! 

The IP address 192.168.1.13 in this example is the default IP address. Please replace it with the actual address 
of your camera if it has been changed. 

 

(Optional) Modify user access control settings 

.ŜŦƻǊŜ ȅƻǳ ŀŎŎŜǎǎ ǘƘŜ ŎŀƳŜǊŀΣ Ŧƻƭƭƻǿ ǘƘŜ ǎǘŜǇǎ ǘƻ ǎŜǘ ¦ǎŜǊ !ŎŎƻǳƴǘ /ƻƴǘǊƻƭ {ŜǘǘƛƴƎǎ ǘƻ bŜǾŜǊ ƴƻǘƛŦȅΦ 

 

 

Logging In to the Web Interface 

¢ƘŜ ŘŜŦŀǳƭǘ ǎǘŀǘƛŎ Lt ŀŘŘǊŜǎǎ ƻŦ ǘƘŜ ŎŀƳŜǊŀ ƛǎ мфнΦмсуΦмΦмоΣ ŀƴŘ ǘƘŜ ŘŜŦŀǳƭǘ ǎǳōƴŜǘ Ƴŀǎƪ ƛǎ нррΦнррΦнррΦлΦ 

5I/t ƛǎ ǘǳǊƴŜŘ ƻƴ ōȅ ŘŜŦŀǳƭǘΦ LŦ ŀ 5I/t ǎŜǊǾŜǊ ƛǎ ǳǎŜŘ ƛƴ ǘƘŜ ƴŜǘǿƻǊƪΣ ǘƘŜ Lt ŀŘŘǊŜǎǎ ƻŦ ȅƻǳǊ ŎŀƳŜǊŀ Ƴŀȅ ōŜ 

ŀǎǎƛƎƴŜŘ ŘȅƴŀƳƛŎŀƭƭȅΣ ŀƴŘ ȅƻǳ ƴŜŜŘ ǘƻ ǳǎŜ ǘƘŜ ŎƻǊǊŜŎǘ Lt ŀŘŘǊŜǎǎ ǘƻ ƭƻƎ ƛƴΦ ¦ǎŜ ǘƘŜ 9½{ǘŀǘƛƻƴ ŎƭƛŜƴǘ ǘƻ ǾƛŜǿ 

ǘƘŜ ŘȅƴŀƳƛŎ Lt ŀŘŘǊŜǎǎ ƻŦ ȅƻǳǊ ŎŀƳŜǊŀΦ 

¢ƘŜ ŦƻƭƭƻǿƛƴƎ ǘŀƪŜǎ L9 ŀǎ ŀƴ ŜȄŀƳǇƭŜ ǘƻ ŘŜǎŎǊƛōŜ ǘƘŜ ƭƻƎƛƴ ǇǊƻŎŜŘǳǊŜΦ 

1. Browse to the login page by entering the correct IP address of your camera in the address bar. 

 

2. If you log in for the first time, follow system prompts and install the ActiveX. You need to close your 

browser to complete the installation. 

 
NOTE! 

 ̧ To manually load the ActiveX, type http:// IP address/ActiveX/Setup.exe in the address bar and press 
Enter. 

 ̧ The default password is used for your first login. To ensure account security, please change the 
password after your first login. You are recommended to set a strong password (no less than eight 
characters). 

 ̧ The camera protects itself from illegal access by limiting the number of failed login attempts. If login 
fails six times consecutively, the camera locks automatically for ten minutes. 
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3. Privacy policy is displayed on the screen when the user logs in for the first time (This function is not 

supported by some models). After reading the privacy policy, you need to check in the 'I have read and 

agree to the above policy' box, then click the 'OK' button to proceed to the next step. 

 

4. Enter the username and password, and then click Login. For the first login, use the default username 

άŀŘƳƛƴέ ŀƴŘ ǇŀǎǎǿƻǊŘ άŀŘƳƛƴέƻǊάмнопрсέΦ 

 

 ̧ If you log in with Live View selected, live video will be displayed when you are logged in. Otherwise, you 

need to start live video manually in the live view window. 

 ̧ To clear the Username and Password text boxes, click Reset.  

 

Introduction to the Web Interface 

.ȅ ŘŜŦŀǳƭǘ ǘƘŜ ƭƛǾŜ ǾƛŜǿ ǿƛƴŘƻǿ ƛǎ ŘƛǎǇƭŀȅŜŘ ǿƘŜƴ ȅƻǳ ŀǊŜ ƭƻƎƎŜŘ ƛƴ ǘƻ ǘƘŜ ²Ŝō ƛƴǘŜǊŦŀŎŜΦ ¢ƘŜ ŦƻƭƭƻǿƛƴƎ 

ǎƘƻǿǎ ŀƴ ŜȄŀƳǇƭŜΦ 



5 

 

 

No. Description 

1 Menu 

2 Live view window 

3 Live view toolbar 

 

Initial Configuration 

!ŦǘŜǊ ȅƻǳ ƭƻƎ ƛƴ ǘƻ ǘƘŜ ŘŜǾƛŎŜΣ ǇƭŜŀǎŜ ǇŜǊŦƻǊƳ ǘƘŜ ŦƻƭƭƻǿƛƴƎ ƛƴƛǘƛŀƭ ŎƻƴŦƛƎǳǊŀǘƛƻƴΦ 

Item Description 

1. Ethernet. 
Reconfigure the device IP and network parameters based on 
the actual networking. 

2. Log out and log in again to the Web 
using the new IP address. 

- 

3. Set the system time. Set the system time based on the actual situation. 

4. (Optional) Set the management 
server. 

Set the management server based on the actual networking. 

5. (Optional) Set the server for storing 
photos. 

Set the server for storing photos based on the actual 
networking. 

6. Set OSD. 
Set the information displayed on the screen as needed, for 
example, time. 

7. (Optional) Manage users. 
Change the default password and add common users as 
needed. 

 

¸ƻǳ Ŏŀƴ ǿŀǘŎƘ ǘƘŜ ƭƛǾŜ ǾƛŘŜƻ ŀŦǘŜǊ ŦƛƴƛǎƘƛƴƎ ǘƘŜ ƛƴƛǘƛŀƭ ŎƻƴŦƛƎǳǊŀǘƛƻƴΦ tƭŜŀǎŜ ŎƻƴŦƛƎǳǊŜ ƻǘƘŜǊ ǇŀǊŀƳŜǘŜǊǎ ŀǎ 

ƴŜŜŘŜŘΦ 
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NOTE! 

 ̧ The displayed live view interface, parameters displayed and value ranges may vary with models. 
Please see the actual Web interface for details. 

 ̧ The parameters that are grayed out cannot be modified. For the actual settings, see the Web 
interface. 

 ̧ It is recommended that you change the password when you are logged in the first time. For details 
about how to change a password, see Security. 

 

3  Configuring Parameters 

Local Parameters 

{Ŝǘ ƭƻŎŀƭ ǇŀǊŀƳŜǘŜǊǎ ŦƻǊ ȅƻǳǊ t/Φ 

 
NOTE! 

The local parameters may vary with models. Please see the actual Web interface for details. 

 

1. Select Setup > Common > Local Settings. 

 

2. Modify the settings as required. The following table describes some major parameters. 

Parameter Description 

Video 
Processing Mode 

 ̧ Real-Time Priority: Recommended if the network is in good condition. 

 ̧ Fluency Priority: Recommended if you want short time lag for live video. 

 ̧ Ultra-low Latency: Recommended if you want the minimum time lag for 
live video. 

Protocol Set the protocol used to transmit media streams to be decoded by the PC. 
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Parameter Description 

Record 
and 
Snapshot 

Recording 

 ̧ Subsection By Time: Duration of recorded video for each recording file on 
the computer. For example, 2 minutes. 

 ̧ Subsection By Size: Size of each recording file stored on the computer. For 
example, 10M. 

When Storage 
Full 

 ̧ Overwrite Recording: When the total capacity allocated to the local 
recording is full, the oldest recording file will be deleted. 

 ̧ Stop Recording: When the total capacity allocated to the local recording 
is full, the recording will stop. 

Files Folder 
 ̧ The save path of snapshots and recordings. The max. Path length is 260 

bytes. If the limit is exceeded, recording or snapshot during live view will 
fail, and messages will appear on the screen. 

 

3. Click Save. 

  

Network Configuration 

Ethernet 

aƻŘƛŦȅ ŎƻƳƳǳƴƛŎŀǘƛƻƴ ǎŜǘǘƛƴƎǎ ǎǳŎƘ ŀǎ ǘƘŜ Lt ŀŘŘǊŜǎǎ ŦƻǊ ǘƘŜ ŎŀƳŜǊŀ ǎƻ ǘƘŀǘ ǘƘŜ ŎŀƳŜǊŀ Ŏŀƴ ŎƻƳƳǳƴƛŎŀǘŜ 

ǿƛǘƘ ƻǘƘŜǊ ŘŜǾƛŎŜǎΦ 

 
NOTE! 

 ̧ After you have changed the IP address, you need to use the new IP address to log in. 

 ̧ The configurations of DNS (Domain Name System) server are applicable when the device is accessed 
by domain name. 

 

Static Address 

1. Click Setup > Network > Network. 

  

2. Select Static from the Obtain IP Address drop-down list. 

3. Enter the IP address, subnet mask, and default gateway address. Make sure that the IP address of the 

camera is unique in the network. 

4. Click Save. 
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DHCP 

¢ƘŜ 5ȅƴŀƳƛŎ Iƻǎǘ /ƻƴŦƛƎǳǊŀǘƛƻƴ tǊƻǘƻŎƻƭ ό5I/tύ ƛǎ ŜƴŀōƭŜŘ ōȅ ŘŜŦŀǳƭǘ ǿƘŜƴ ǘƘŜ ŎŀƳŜǊŀ ƛǎ ŘŜƭƛǾŜǊŜŘΦ LŦ ŀ 

5I/t ǎŜǊǾŜǊ ƛǎ ŘŜǇƭƻȅŜŘ ƛƴ ǘƘŜ ƴŜǘǿƻǊƪΣ ǘƘŜ ŎŀƳŜǊŀ Ŏŀƴ ŀǳǘƻƳŀǘƛŎŀƭƭȅ ƻōǘŀƛƴ ŀƴ Lt ŀŘŘǊŜǎǎ ŦǊƻƳ ǘƘŜ 5I/t 

ǎŜǊǾŜǊΦ 

¢ƻ Ƴŀƴǳŀƭƭȅ ŎƻƴŦƛƎǳǊŜ 5I/tΣ Ŧƻƭƭƻǿ ǘƘŜ ǎǘŜǇǎ ōŜƭƻǿΥ 

1. Click Setup > Network > Network. 

 

2. Select DHCP from the Obtain IP Address drop-down list. 

3. Click Save. 

 

 IPv6 

 

NOTE! 

 ̧ This function is not supported by some models. Please see the actual model for details. 

 

1. Click Setup > Network > Network. 

 

2. By default the IPv6 mode is set to Manual. 

3. Enter the IPv6 address, set the prefix length and default gateway. The IP address must be unique on the 

network. 

4. Click Save. 

 

Port 

1. Click Setup > Network > Port. 

 

2. Configure relevant port numbers. 

3. Click Save. 
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Port Mapping  

1. Click Setup > Network > Port. Go to Port Mapping tab. 

 

2. Enable Port Mapping and select mapping type. If Manual is selected, then external ports must be 

configured (external IP is obtained automatically by the camera). If the configured port is occupied, then 

the Status will show Inactive. 

3. Click Save. 

DNS 

1. Click Setup > Network > DNS. 

 

2. Set DNS server addresses. 

3. Click Save. 

  

DDNS  

 
NOTE!  

This function is not supported by some models. Please see the actual model for details. 

 

1. Click Setup > Network > DDNS. 

 

2. Enable DDNS Service. 

3. Select a DDNS type: DynDNS, NO-IP, or EZDDNS. 

4. Complete other settings including server address, domain name, username and password. 

5. Click Save. 
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Uniarch 

 
NOTE! 

 ̧ This function is not available to all models. 

 ̧ Scan the QR code with your mobile phone (iOS or Android) to download the APP. 

 ̧ When installed, run the APP to add the camera. Please refer to the online help in the APP for detailed 
steps. 

 

1. Click Setup > Network > Uniarch. 

 

2. Enable Uniarch. Select On to enable cloud service. 

3. Enable Quick Add. When the device password is a strong password, you can add the device through 

EZView without account scan code. 

4. Click Save. 

 

FTP 

!ƭƭ ǎƴŀǇǎƘƻǘǎ όŜȄŎŜǇǘ ŦŀŎŜ ŘŜǘŜŎǘƛƻƴύ ŀǊŜ ǎŀǾŜŘ ǘƘǊƻǳƎƘ ǘƘŜ ƎŜƴŜǊŀƭ C¢t ǎŜǊǾƛŎŜΦ !ŦǘŜǊ ǘƘŜ ŎƻƴŦƛƎǳǊŀǘƛƻƴ ƻŦ 

C¢tΣ ȅƻǳ ǿƛƭƭ ōŜ ŀōƭŜ ǘƻ ǳǇƭƻŀŘ ǎƴŀǇǎƘƻǘǎ ŦǊƻƳ ƴŜǘǿƻǊƪ ŎŀƳŜǊŀǎ ǘƻ ǘƘŜ ǎǇŜŎƛŦƛŜŘ C¢t ǎŜǊǾŜǊΦ 

General 

1. Click Setup > Storage > FTP. Go to General tab. 

  



11 

2. Set the IP address and port for the FTP server, username and password used to upload images to the 

FTP server, select Upload Images, Overwrite Storage and set Overwrite At (threshold for overwriting 

images). Some camera models support FTP test. You may test FTP after completing FTP settings correctly. 

3. Set the path for saving snapshots on the FTP server and the file name format. For example, set path as 

Date-YYYY\\Date-MM\\Date-DD\\Hour(s), and set file name as Date-YYYY-Date-MM-Date-DD.jpg. 

4. Click Save. 

 

E-Mail 

After the configuration of E-mail, when alarms are triggered, you will be able to send messages to the 

specified E-mail address (This function is not supported by some models). 

1. Click Setup > Network > E-mail. 

 

2. Configure relevant parameters of the sender and the recipient. Some camera models support Email test. 

You may test email after setting the recipient address. The following table describes some major 

parameters. 

Parameter Description 

TLS/SSL 

When enabled, the e-mail will be encrypted using TLS (Transport Layer Security) or 
Secure Socket Layer (SSL) to protect privacy. 

First it tries to send through an SSL connection. If the SMTP server supports SSL, the 
e-mail will be sent through the SSL connection; otherwise, it tries to send using 
STARTTLS. 

Attach Image 
When enabled, the e-mail will contain 3 instant snapshots as attachment according to 
the Capture Interval. 

Username/Password Username and password of the registration email address. 

 

3. Click Save. 
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QoS 

vƻ{ όvǳŀƭƛǘȅ ƻŦ {ŜǊǾƛŎŜύ ƛǎ ǘƘŜ ŀōƛƭƛǘȅ ǘƻ ǇǊƻǾƛŘŜ ōŜǘǘŜǊ ǎŜǊǾƛŎŜ ŦƻǊ ǎǇŜŎƛŦƛŜŘ ƴŜǘǿƻǊƪ ŎƻƳƳǳƴƛŎŀǘƛƻƴΦ !ǎ ŀ 

ƴŜǘǿƻǊƪ ǎŜŎǳǊƛǘȅ ƳŜŎƘŀƴƛǎƳΣ vƻ{ ƛǎ ǳǎŜŘ ǘƻ ŀŘŘǊŜǎǎ ǇǊƻōƭŜƳǎ ƭƛƪŜ ƴŜǘǿƻǊƪ ŘŜƭŀȅ ŀƴŘ ōƭƻŎƪƛƴƎΦ ²ƘŜƴ ǘƘŜ 

ƴŜǘǿƻǊƪ ƛǎ ƻǾŜǊƭƻŀŘŜŘ ƻǊ ŎƻƴƎŜǎǘŜŘΣ vƻ{ ŜƴǎǳǊŜǎ ǘƘŀǘ ŎǊƛǘƛŎŀƭ ǎŜǊǾƛŎŜǎ ŀǊŜ ƴƻǘ ŘŜƭŀȅŜŘ ƻǊ ŘƛǎŎŀǊŘŜŘ ŀƴŘ ǘƘŀǘ 

ǘƘŜ ƴŜǘǿƻǊƪ Ǌǳƴǎ ŜŦŦƛŎƛŜƴǘƭȅ ό¢Ƙƛǎ ŦǳƴŎǘƛƻƴ ƛǎ ƴƻǘ ǎǳǇǇƻǊǘŜŘ ōȅ ǎƻƳŜ ƳƻŘŜƭǎύΦ 

1. Click Setup > Network > QoS. 

 

2. Set a priority level (0~63) for each service. At present, QoS allows you to assign different priority to 

audio and video, alarm report, configuration management and FTP transmission. The greater the value, 

the higher the priority. For example, if the value of audio and video is set to 60, alarm report and 

configuration management is set to 0, and FTP is set to 4, when network congestion occurs, the priority 

is to ensure the smooth running of audio and video. 

3. Click Save. 

 
NOTE! 

 ̧ To use QoS, make sure that the switch support QoS mode. 

 

Image Configuration 

Image Adjustment 

 
NOTE! 

 ̧ The image parameters displayed and value ranges allowed may vary with camera model. For the 
actual parameters and value ranges of your camera, see the Web interface. You may move the sliders 
to adjust settings or enter values in the text boxes directly. 

 ̧ Clicking Default will restore all the default image settings. 

 

Setting the Scene 

Set image parameters to achieve the desired image effects based on live video in different scenes. 

/ƭƛŎƪ {ŜǘǳǇ Ҕ LƳŀƎŜ Ҕ LƳŀƎŜΦ 

¢ƘŜ ǎŎŜƴŜ ƳŀƴŀƎŜƳŜƴǘ ǇŀƎŜ ƻŦ ǎƻƳŜ ƳƻŘŜƭǎ ƛǎ ŘƛǎǇƭŀȅŜŘ ŀǎ ŦƻƭƭƻǿǎΣ ȅƻǳ Ŏŀƴ ǘŀƪŜ ǘƘŜ ŦƻƭƭƻǿƛƴƎ ǎǘŜǇǎ ǘƻ 

ŎƻƴŦƛƎǳǊŜ ǘƘŜ ǎŎŜƴŜΦ 
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1. Click Scenes. 

2. Select a scene, and then set scene switching parameters. The following table describes some major 

parameters. 

Column Description 

Current 

Indicates the scene that is being used. 

Note: 

 ̧ {ŜƭŜŎǘ ŀƴ ƻǇǘƛƻƴ ōǳǘǘƻƴ ǘƻ ǎǿƛǘŎƘ ǘƻ ǘƘŜ ǎŎŜƴŜ ŀƴŘ ŘƛǎǇƭŀȅ ǘƘŜ ŎƻǊǊŜǎǇƻƴŘƛƴƎ ƛƳŀƎŜ 
ǇŀǊŀƳŜǘŜǊǎ ŦƻǊ ǘƘŜ ǎŎŜƴŜΦ 

 ̧ ¢ƘŜ ŎŀƳŜǊŀ ǎǿƛǘŎƘŜǎ ǘƘŜ ŎǳǊǊŜƴǘ ǎŎŜƴŜ ŀǳǘƻƳŀǘƛŎŀƭƭȅ ǿƘŜƴ 9ƴŀōƭŜ !ǳǘƻ {ǿƛǘŎƘƛƴƎ ƛǎ 
ǎŜƭŜŎǘŜŘΦ 

Scene Name 

Name of the current scene. The device provides several preset scene modes. When you 
select a scene, the corresponding image parameters are displayed. You can adjust image 
settings according to actual needs. 

 ̧ Common: recommended for outdoor scenes. 

 ̧ Indoor: recommended for indoor scenes. 

 ̧ Road/Park Highlight Compensation (HLC): Can suppress glare and obtain clear images, 
such as suitable for roads/parks to suppress lights to capture license plates. 

 ̧ Custom: set a scene name as needed. 

Auto Switching 

Indicates whether to add a scene to the auto-switching list. 

Note: 

If Auto Switching is selected, the system switches to a scene automatically when the 
condition for switching to the scene is met. By default the auto-switching list includes the 
default scene. 

Setup 

Click  to set conditions for auto-switching, including schedule, illumination, and current 
elevation. It means that auto-switching is triggered only when illumination and the current 
elevation during the set time period meet the set conditions. A condition is invalid if both 
the start and end values are set to 0. 

  

3. Select a scene and then click  to set it as the default scene. 

4. If auto-switching is enabled, the camera can switch to the scene automatically when the condition for 

switching to a non-default scene is met. Otherwise, the camera remains in the default scene. When auto-

switching is not enabled, the camera remains in the current scene. 
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NOTE! 

 ̧ If Auto Switching is enabled (scene settings will be unavailable), the device will switch between the 
set scenes. If not, the device will stay at the current scene. The device will stay at default scenes 
unless the non-default scenes are triggered. 

 ̧ If multiple non-default scenes are triggered, then the device will switch to the scene with the 
minimum number (starts from 1 to 5). 

 

Image Enhancement 

 
NOTE! 

This function may vary with models. Please see actual Web interface for details.  

 

1. Click Setup > Image > Image and then click Image Enhancement. 

 

2. Use the sliders to change the settings. You may also enter values directly. The following table describes 

some major parameters. 

Item Description 

Brightness 

Set the degree of brightness of images. 

  

Low brightness High brightness 
 

Saturation 

The amount of a hue contained in a color. 

  

Low saturation High saturation 
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Item Description 

Contrast 

Set the degree of difference between the blackest pixel and the whitest pixel. 

  

Low contrast High contrast 
 

Sharpness 

Contrast of boundaries of objects in an image. 

  

Low sharpness High sharpness 
 

2D Noise 
Reduction 

Reduce the noise of images. The function may cause image blurring. 

3D Noise 
Reduction 

Reduce the noise of images. The function may cause motion blur (or ghosting in some 
applications). 

Image 
Rotation 

Rotation of the image.  

  

Normal Flip Vertical 

  

Flip Horizontal 180° 
 

  

3. To restore default settings in this area, click Default. 

  














































